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INSTALLATION INSTRUCTIONS 
 
C-10831 – C-10835 Blade Pendants 

 

IMPORTANT!  

AT ALL TIMES WIRING TO BE DONE PER NATIONAL ELECTRICAL CODES (NEC) OR APPLICABLE LOCAL CODES.  

READ ALL INSTRUCTIONS THOROUGHLY. TURN OFF POWER AT CIRCUIT BREAKER OR FUSE BOX BEFORE 

PROCEEDING. 

 

This fixture requires remote installation of the LED driver within the ceiling.  If this requirement cannot be 

satisfied, STOP INSTALLATION NOW! 

 

 

STEP 1 

• Carefully remove fixture components from packaging.  

• Avoid using a sharp blade on the packaging, as doing so may result in damage to the fixture or finish.  

 

STEP 2 

• Turn off power at the circuit breaker before beginning installation. 

 

STEP 3 

• Install driver enclosures within ceiling or other convenient location, remotely away from fixture.  Drivers will not 

fit inside fixture. 

• Supply power to input sides of remote drivers (hot and neutral) and secure with conduit connector. 

• Driver boxes must be properly grounded.  Connect ground wire to stud within driver enclosure. 

• Run the enclosure’s low-voltage cable to the electrical box(es) where the pendant will be installed. 

 

STEP 4 

• Remove the mounting disk from both fixture canopies.  

• Secure larger disk to the end of the fixture with the outlet box using the provided screws. (Figure 1) 

• Secure smaller disk to opposite end of fixture using appropriate ceiling anchors. (Figure 2) 

• See chart to determine proper center-to-center cable spacing of the mounting disks. 

• Note: it is possible to use a large disk on both ends, or a small disk on both ends, depending on how the fixture 

was ordered.  If both ends have an outlet box, then large disks are required.  If no outlet boxes are being used, 

then all low-voltage wiring must be done within the ceiling space.  All the principles for installation remain the 

same. 
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Figure 1                                                                           Figure 2 

Fixture Length Cable Spacing 

4' 32.75" 

5' 42.75" 

6' 48.75" 

7' 56.75" 

8' 69.00" 

 
STEP 5 

• Fixture height has been preset by the manufacturer.  Fine adjustments may be made later in this instruction. 

 

STEP 6 

• Using two installers, secure the non-powered end of the fixture to the small mounting disk. 

• Place brass mounting bracket over studs on disk. Secure into place using brass thumb knobs. (Figure 3) 

• Slide canopy up the cable and secure with the knurled finishing nut by threading onto exposed collar. (Figure 4) 
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Figure 3                                                                           Figure 4 

 
 
STEP 7 

• While holding the opposite end of the fixture, make LED wiring connections with included connectors.  

• Connect both RED (+) LED wires to red driver wire as discussed in STEP 3. 

• Connect both BLACK (-) LED wires to black driver wire as discussed in STEP 3. 

• Push all connections inside the outlet box. 

• NEVER CONNECT THESE LED WIRES DIRECTLY TO LINE VOLTAGE POWER. 

 

STEP 8 

• Push all wire connections inside outlet box. 

• Secure larger brass mounting bracket over mounting disk.  Secure with brass thumb knobs.  (Figure 5) 

 

      

Figure 5                                                                           Figure 6 

 

STEP 9 

• Before sliding canopy over the mounting disk, check if fixture is level.  Cord may not initially be perfectly straight 

but will straighten over time. 

• If fixture needs to be adjusted for levelness, loosen the two socket head screws on the topside of the brass bracket, 

using the provided Allen wrench.  Screws are shown red for illustration purposes.  Raise or lower the cable on this 

end until fixture is level.  Re-secure the socket head screws tightly.  (Figure 6)  

 

STEP 10 

• Slide canopy over mounting disk. 

• Secure the knurled finishing nut by threading onto exposed collar.  (Figure 6) 

 

STEP 11 

• Restore power to fixture. 


